
Duct electric heaters

CIRCULAR HEATERS STANDARD SIZES (mm)

100 125 150 160 200 250 315 355 400 450 500

RECTANGULAR HEATERS STANDARD SIZES (mm)

1000x500700x400 800x500600x350500x300500x200 500x250400x200

Contact
Tel/Fax +381 11 260 5459
Tel +381 11 311 8924
Mob +381 60 5720 776

Antifašističke borbe 15/lok.25
Novi Beograd
Email: office@ventilacija.rs
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Type EG-AUT010

External 0...10V control

Type ON/OFF
Heater is controlled by external
ON/OFF switch.

Type EG-VN FS/DPS
Setpoint (-10...50) on casing.
Equipped with an airflow sensor
& a differential pressure switch.
Heater works autonomously.

Type EG-IN
Requires external temperature
setpoint (0...30): EGZK5K,
EKZK5KNTC10 (with internal
sensor)
Heater works autonomously.

Type EG-VN

Setpoint (0...30) on casing. Heater
works autonomously.

Type EG-AUTMB
External control via ModBus RTU
protocol. RS485 connection.

Type EG-AUTPWM

Possible accessories:

AUT 15.1 AUT 30 

ELEKTRO GREJAČI KONTROLERI

Required accessories:

NTC10 

EGZK5K EKZK5KNTC10 

Required accessories:

NTC10 

AUT 6 

Required accessories:

NTC10 

External 6...24V PWM control. Additional
automatic thermostat of 70oC for
AUTPWM module protection. 

4 
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Tel/Fax +381 11 260 5459
Tel +381 11 311 8924
Mob +381 60 5720 776

Antifašističke borbe 15/lok.25
Novi Beograd
Email: office@ventilacija.rs

mailto:office@ventilacija.rs
mailto:office@ventilacija.rs
mailto:office@ventilacija.rs


TYPE

AUT6.1

CONTROLLED LOAD
(kW)

3.2/230V
6.4/400V

CURRENT (A)

16

VOLTAGE(V)

1x230/2x400

FOR SINGLE AND TWO-PHASE DUCT HEATERS

5 6 

Operation modes are chosen with help of jumpers.

Setpoint can be chosen 0...30°C or 0...60°C.

AUT 6.1 is a PWM controller for electric heater control.

Has a built in and a possibility to connect a duct mounted sensor to control supplied, or room
temperature.

When working by room air temperature supply air temperature MIN, MAX values must be set

with help of potentiometers inside the controller.
Tip opterećenje [kW] Max kontrolisan protok [A] Napon [V] 

AUT SERIES

AUT 15.1
AUT 15.1P 

AUT 30 

AUT 30P 

FOR THREE-PHASE DUCT HEATERS

AUT 15.1 15 1x5A/230V 230/400

AUT 15.1 P 15 4x5A/230V 230/400

AUT 30 30 1x5A/230V 230/400

AUT 30 P 30 4x5A/230V 230/400

Contact
Tel/Fax +381 11 260 5459
Tel +381 11 311 8924
Mob +381 60 5720 776

Antifašističke borbe 15/lok.25
Novi Beograd
Email: office@ventilacija.rs

TYPE
CONTROLLED LOAD

(kW) RELAY EXIT VOLTAGE(V)
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NTC10 

TYPE

KS10K

LENGHT(mm)

200

DIAMETER(mm)

7.5

CABLE LENGHT

1500

KS PT1000 200 7.5 1500

IP

20

20

TEMPERATURE SENSORS

Contact
Tel/Fax +381 11 260 5459
Tel +381 11 311 8924
Mob +381 60 5720 776

Antifašističke borbe 15/lok.25
Novi Beograd
Email: office@ventilacija.rs

Used for airtemperaturemeasurementin ventilation systemducts. Ducttemperature sensors
are delivered with installation flange. Insertion length can be adjusted withflange.

EGZK1K 

EGZK5K TYPE

EGZK1K

SETPOINT RANGE

0...30°C

IP

20

DIMENSIONS(mm)

71x71x25

EGZK5K 0...30°C 20 71x71x25

EGZK1KPT1000 
EKZK5KNTC10 

Wired remote set points EGZK5K and EGZK1K are used for external temperature set point using them together
with heating controllers AUT 15.1, AUT 15.1P, AUT 30, AUT 30P and electrical heaters Type EG-IN.

TYPE

EGZK1KPT1000

SETPOINT RANGE

0...30°C

IP

20

DIMENSIONS(mm)

71x71x25

EGZK5KNTC10 0...30°C 20 71x71x25
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