
22023010004223

MTIU-12HWFN1-QRD0W

22023011004102

MOB80U-12HFN1-QRD0W

22022516000982

Pdesignc kW 3.5

SEER W/W 5.6

Energy Efficiency Class A+

Pdesignh kW 2.6

SCOP W/W 4.0

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 3.4

SCOP W/W 4.9

Energy Efficiency Class A++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,

V- Ph-Hz 220-240V,1Ph,

Capacity Btu/h 12000(1800~12800)

Capacity kW 3.52(0.53~3.75)

Input W 1300(155~2100)

Current A 5.7(1.30~10)

Capacity Btu/h 13000(3400~13600)

Capacity kW 3.81(1.0~4.0)

Input W 1200(302~2100)

Current A 5.5(1.48~10)

Model ZKFN-55-8-22

Old Model /

Qty 1

Input W 130.0

Capacitor uF -

Speed(Hi/Med/Lo) r/min 1170/1030/850

m3/h 600/480/300

Rated Pa 25

Range Pa 0-60

dB(A) 40/34.5/27.5

dB(A) 59

Dimension (WxDxH) mm 700x450x200

Packing(WxDxH) mm 860x540x275

Net/Gross weight kg 18/22

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ6.35/Φ9.52(3/8"/1/2")

Standard
Wire Control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0～30

Qty’per 20’ /40’ /40'HQ     Indoor unit 214/461/519

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003484

MTI-18HWFNX-QRD0

22023011003074

MOB30U-18HFN1-QRD0

22022516000802

Pdesignc kW 5,3

SEER W/W 6.1

Energy Efficiency Class A++

Pdesignh kW 4,6

SCOP W/W 4

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 4.7

SCOP W/W 4.8

Energy Efficiency Class A++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 18000(4200-21000)

Capacity kW 5.28(1.23-6.15)

Input W 1643(260-2120)

Current A 7.5(1.1-9.2)

Capacity Btu/h 19000(6100-24000)

Capacity kW 5.57(1.8-7.03)

Input W 1542(310-2150)

Current A 7.1(1.3-9.3)

Model ZKFN-160-8-1-2 

Old Model /

Qty 1

Input W 90,00

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1300/1230/1080 

m3/h 1006/853/684

Rated Pa 25

Range Pa 0-100

dB(A) 44/42/40

dB(A) 59

Dimension (WxDxH) mm 880x674x210

Packing(WxDxH) mm 1070x725x270

Net/Gross weight kg 25.6/31.4

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ6.35/Φ12.7(1/4"/1/2")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 120/264/297

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003485

MTI-24HWFNX-QRD0

22023011003014

MOCA30U-24HFN1-QRD0

22022516000562

Pdesignc kW 7,0

SEER W/W 6.1

Energy Efficiency Class A++

Pdesignh kW 5.8

SCOP W/W 4.0

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 5.5

SCOP W/W 5.2

Energy Efficiency Class A+++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 24000(6800-28000)

Capacity kW 7.03(1.99-8.21)

Input W 2175(450-2800)

Current A 10(2.0-12.2)

Capacity Btu/h 26000(8200-29500)

Capacity kW 7.62(2.40-8.65)

Input W 2050(480-2850)

Current A 8.9(2.1-12.4)

Model ZKFN-160-8-1-2 

Old Model /

Qty 1 

Input W 90,00

Capacitor uF /

Speed(Hi/Med/Lo) r/min 870/790/710

m3/h 1248/1054/839

Rated Pa 25

Range Pa 0-160

dB(A) 44/42/40

dB(A) 64

Dimension (WxDxH) mm 1100x774x249

Packing(WxDxH) mm 1305x805x305

Net/Gross weight kg 31.5/38.9

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 77/161/184

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003723

MTI-30HWFN1-QRD0

22023011003694

MOD30U-30HFN1-QRD0

22022516000622

Pdesignc kW 8,8

SEER W/W 6.1

Energy Efficiency Class A++

Pdesignh kW 8.2

SCOP W/W 4

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 7,2

SCOP W/W 5,0

Energy Efficiency Class A++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 30000(7500-36000)

Capacity kW 8.79(2.20-10.55)

Input W 2836(500-3200)

Current A 13(2.2-13.9)

Capacity Btu/h 32000(9200-37000)

Capacity kW 9.38(2.70-10.84)

Input W 2287(550-3250)

Current A 10.5(2.4-14.1)

Model ZKFN-300-8-1

Old Model /

Qty 1

Input W 250/182/130

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1100/1000/900

m3/h 1540/1255/723

Rated Pa 37

Range Pa 0-160

dB(A) 44/42/40

dB(A) 64

Dimension (WxDxH) mm 1360x774x249

Packing(WxDxH) mm 1570x805x305

Net/Gross weight kg 40.6/48.5

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 49/105/120

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003486

MTI-36HWFNX-QRD0

22023011003075

MOD30U-36HFN1-QRD0

22022516000422

Pdesignc kW 10.5

SEER W/W 6.1

Energy Efficiency Class A++

Pdesignh kW 9,9

SCOP W/W 4

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 10.5

SCOP W/W 4.9

Energy Efficiency Class A++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 36000(8200-41000)

Capacity kW 10.55(2.40-12.01)

Input W 4058(660-4380)

Current A 18.5(2.9-19.0)

Capacity Btu/h 38000(9500-45000)

Capacity kW 11.14(2.78-13.2)

Input W 3085(650-4400)

Current A 14.1(2.8-19.1)

Model ZKFN-300-8-1

Old Model

Qty 1

Input W 250/182/130

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1100/1000/900 

m3/h 1400/1150/750

Rated Pa 37

Range Pa 0-160

dB(A) 47/43/40

dB(A) 64

Dimension (WxDxH) mm 1360x774x249

Packing(WxDxH) mm 1570x805x305

Net/Gross weight kg 40.5/48.5

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 49/105/120

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003483

MTI-36HWFNX-QRD0

22023011003075

MOD30U-36HFN1-RRD0

22022516000442

Pdesignc kW 10,3

SEER W/W 6.1

Energy Efficiency Class A++

Pdesignh kW 10.5

SCOP W/W 4.0

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 10.5

SCOP W/W 5.1

Energy Efficiency Class A+++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 36000(8200-41000)

Capacity kW 10.55(2.40-12.01)

Input W 4058(660-4380)

Current A 7.48(1.2-8.0)

Capacity Btu/h 38000(9500-45000)

Capacity kW 11.14(2.78-13.2)

Input W 3085(650-4400)

Current A 5.7(1.2-8.0)

Model ZKFN-300-8-1

Old Model /

Qty 1

Input W 250/182/130

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1100/1000/900 

m3/h 1400/1150/750

Rated Pa 37

Range Pa 0-160

dB(A) 47/43/40

dB(A) 63

Dimension (WxDxH) mm 1360x774x249

Packing(WxDxH) mm 1570x805x305

Net/Gross weight kg 40.5/48.5

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 49/105/120

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003724

MTI-42HWFN1-QRD0

22023011003695

MOD30U-42HFN1-QRD0

22022516000382

Pdesignc kW 12,3

SEER W/W 5.6

Energy Efficiency Class A+

Pdesignh kW 10.4

SCOP W/W 4

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 10.5

SCOP W/W 5.2

Energy Efficiency Class A+++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 42000(8600-45000)

Capacity kW 12.31(2.52-13.19)

Input W 4244(750-4700)

Current A 19.4(3.3-20.4)

Capacity Btu/h 46000(10000-50000)

Capacity kW 13.48(2.93-14.65)

Input W 3734(720-4750)

Current A 17(3.1-20.6)

Model ZKFN560-8-1-1

Old Model

Qty 1

Input W 560/240/95

Capacitor uF /

Speed(Hi/Med/Lo) r/min 800/600

m3/h 1861/1457/914

Rated Pa 50

Range Pa 0-160

dB(A) 49/47.5/45.5

dB(A) 68

Dimension (WxDxH) mm 1200x874x300

Packing(WxDxH) mm 1405x915x355

Net/Gross weight kg 47.2/56.8

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0～30

Qty’per 20’ /40’ /40'HQ     Indoor unit 62/130/149

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003183

MTI-48HWFNX-QRD0

22023011003536

MOE30U-48HFN1-QRD0

22023016001271

Pdesignc kW 13,7

SEER W/W 6,1

Energy Efficiency Class A++

Pdesignh kW 11,9

SCOP W/W 4.0

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 11.6

SCOP W/W 4.9

Energy Efficiency Class A++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 220-240V,1Ph,50Hz

Capacity Btu/h 48000(10500-56000)

Capacity kW 14.07(3.1~16.4)

Input W 5390(850-6000)

Current A 23.4(3.7-26.1)

Capacity Btu/h 55000(12000-62000)

Capacity kW 16.12(3.5~18.2)

Input W 4345(900-5900)

Current A 18.9(3.9-25.7)

Model ZKFN-560-8-1-1

Old Model /

Qty 1

Input W 560/240/95

Capacitor uF /

Speed(Hi/Med/Lo) r/min 800/600

m3/h 2400/2040/1680

Rated Pa 50

Range Pa 0-160

dB(A) 50.5/49.5/48

dB(A) 68

Dimension (WxDxH) mm 1200x874x300

Packing(WxDxH) mm 1405x915x355

Net/Gross weight kg 47.6/55.8

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0～30

Qty’per 20’ /40’ /40'HQ     Indoor unit 62/130/149

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003063

MTI-48HWFNX-QRD0

22023011003536

MOE30U-48HFN1-RRD0

22023016001291

Pdesignc kW 13,7

SEER W/W 5,9

Energy Efficiency Class A+

Pdesignh kW 11,5

SCOP W/W 4,0

Energy Efficiency Class A+

Tbiv -7

Tol -15

Pdesignh kW 12,2

SCOP W/W 5,1

Energy Efficiency Class A+++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50/60Hz

V- Ph-Hz 380-415V,3Ph,50/60Hz

Capacity Btu/h 48000(10500-56000)

Capacity kW 14.07(3.1~16.4)

Input W 5030(880-6000)

Current A 8.7(1.6-10.9)

Capacity Btu/h 55000(12000-62000)

Capacity kW 16.12(3.5~18.2)

Input W 4345(920-5900)

Current A 7.5(1.7-10.7)

Model ZKFN-560-8-1-1

Old Model /

Qty 1

Input W 560

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1020/920/840

m3/h 2400/2040/1680

Rated Pa 50

Range Pa 0-160

dB(A) 50.5/49.5/48

dB(A) 70

Dimension (WxDxH) mm 1200x874x300

Packing(WxDxH) mm 1405x915x355

Net/Gross weight kg 47.6/55.8

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired-KJR-120C1/BTF-

E(AU)

℃ 17~30

Cooling ℃ 17~32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 62/130/149

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model



22023010003064

MTI-55HWFNX-QRD0 

22023011003554

MOE30U-55HFN1-RRD0

22022516000682

Pdesignc kW 15,3

SEER W/W 5,6

Energy Efficiency Class A+

Pdesignh kW 12,1

SCOP W/W 4.0

Energy Efficiency Class A+

Tbiv -10

Tol -15

Pdesignh kW 12.2

SCOP W/W 5.1

Energy Efficiency Class A+++

Tbiv 2

V- Ph-Hz 220-240V,1Ph,50Hz

V- Ph-Hz 380-415V,3Ph,50Hz

Capacity Btu/h 52000(11500-62000)

Capacity kW 15.2(3.4~18.2)

Input W 6300(1100-7100)

Current A 10.9(2.0-12.9)

Capacity Btu/h 62000(14500-70000)

Capacity kW 18.17(4.2~20.5)

Input W 5030(1150-7200)

Current A 8.7(2.1-13.1)

Model ZKFN-560-8-1-1

Old Model /

Qty 1

Input W 560/240/95

Capacitor uF /

Speed(Hi/Med/Lo) r/min 1000/-/-

m3/h 2600/2210/1820

Rated Pa 50

Range Pa 0-160

dB(A) 54/52/50.5

dB(A) 74

Dimension (WxDxH) mm 1200x874x300

Packing(WxDxH) mm 1405x915x355

Net/Gross weight kg 47.6/55.8

MPa 4.2/1.5

mm ODΦ25

Refrigerant piping
Liquid side/ Gas side mm

Φ9.52/Φ15.9(3/8"/5/8")

Standard
Wired control

℃ 17-30

Cooling ℃ 17～32

Heating ℃ 0~30

Qty’per 20’ /40’ /40'HQ     Indoor unit 62/130/149

Operation temperature

Average

Warmer

Cooling

Heating

Indoor fan motor

ESP

Indoor unit

Room temperature

Indoor sound pressure level 

Indoor sound power level 

Design pressure

Drainage water pipe diameter

Controller

Outdoor code

Power supply    (Indoor )

Power supply    (Outdoor )

Indoor air flow 

Indoor  Model

Indoor code

Outdoor  Model
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